
INSTALLATION MANUAL  
UNIVERSAL BRACKET FOR WOODEN POSTS  
 
 
When wooden posts are used for installing Mobilane 
Smart Screens, four universal brackets are needed per 
screen. The bracket is universal as it can be fitted on 
each size of wooden post, both softwood and hardwood 
(tropical wood). The following schedule needs to be 
followed for the right results: 
 
1.  Measurement of bracket position, photo 2. 
Two brackets are needed on each side of the Smart 
Screen. One bracket to be fixed on the highest (but one) 
horizontal wire and one bracket on the fourth horizontal 
wire above the biodegradable pot. 
 
2.  Pre-drilling, photo 3. 
When using hardwood (tropical wood) it is necessary to 
pre-drill a hole for the metal screw with a 6 mm drill 
bit. When using soft wood, pre-drilling of holes is not 
required. 
 
3. Installing screw, photo 4. 
The supplied screw (M8) can be fitted in the posts (in 
the pre-drilled hole if applicable) by using a Torx 25 
bit. 
 
4. Placing of bracket, photos 5 & 6. 
The slot in the bracket is placed over the end of the 
screw and tightened with the supplied flange nut (M8).  
The upper bracket needs to be fixed first and is 
“carrying” the Smart Screen (horizontal wire is in the 
groove facing up), photo 5. 
The lower bracket is “locking” the Smart Screen by 
placing the groove facing down on top of the horizontal 
wire, photo 6. 
 
NOTES 
If wanted, an additional woodscrew can be applied in 
the small hole beside the main slot (in general this is 
not needed, but it might by necessary when posts of a 
very soft type wood are used). 
The bracket can also be fixed onto (concrete) walls in 
which case an additional plastic plug needs to be 
inserted in the pre-drilled hole before fixing the screw. 
 


